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Exercise 3-1

1. Open any MicroStation file.

2. Create the following job with the Start Job dialog (MicroStation menu MoDOT > Start Geopak Job/Add User).
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3. Go to ProjectWise Explorer and review the directory structure and the files created in the directory.
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Use the Project Manager dialog to review the following project using the steps shown:


Navigate to the directory pw:\Classroom – District XX\Bridge\cadduser#\A1964\project\
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Choose Projects > Edit and make sure that the Project Name, Working Directory, and Job Number are set up as shown below.


Project name:
A1964
Working Directory:
pw:\Classroom – District XX\Bridge\cadduser#\A1964\data\
Job Number:
964


Type in the Project Description as shown in the dialog below.
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4.
(Continued) Click on Preferences and set them as shown below if not already so.


[image: image5.png]& User Preferences
Oulput Accurocy
Ui Sy Erglsh v
£ 2 Distance: 3912 ~
Coordnates: XY ~
Staon: 9139012~

Dictior: Beaing
Angle Seconds: 359 v
Statiors 12:34 v

‘working Directory: [ p\Classioom - District 504\Bridge’\cadduserdT VAT €

Feature Preferences
™ Show s dislog at GEOPAK startup
‘OGO Preferences.

oK | Concel |






When the dialog is set as shown above, click OK.


The Project Manger dialog should now look like the one shown below.
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Click OK to enter the project.

4. Select ClsUser as the Project User.
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Click OK.

Check that you have the correct information for the Working Directory, User, and Job #.  Go to the Options menu and check on Auto Sink.
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5. Create a new working alignment (Select button) by copying the MoDOT run and calling the new run J2P0200.  This will be used to create a default working alignment for the project.
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6. Enter the Working Alignment Definition (Define button) for J2P2000 and following file definitions.



Section
Design File:

Plan View
plan_A1964.dgn
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7. Switch to the Pattern Section and make sure is set up as follow.

Design File Name:
pattern_shape_A1964.dgn

Colors: 0
Styles: 0

Level Names:

Geopak-Pattern line 1

Weights: 1
Types: 3-4

Always check the Placement Element Symbology Preview to make sure it matches what’s set up in the middle section of the dialog
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8. Switch to the Shapes Section and review it.  It should be set up as the dialog below.

Design File Name:  pattern_shape_A1964.dgn
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9. Switch to the Profile View Section and set it up as shown below.







Design File Name:
profile_A1964.dgn
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Click OK to save the changes.  

END OF EXERCISE


Notes:

pw:\Classroom – District XX\Bridge\cadduser#\A1964\data\





Double clicking the line in the placement display will open the Set Feature dialog. Hovering over the line will give information about the attributes.





pw:\Classroom – District XX\Bridge\cadduser#\A1964\data\
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