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	LOCATION
	LOG OF MATERIALS
	CLASSIFIED BY

	61+84.37 ( C/L

62+00 C/L

62+00 72 feet

Lt. C/L

62+00 72 feet

Rt. C/L

63+00 C/L


	A recently excavated rock cut, for the new Edgewood Road, has revealed a 40 foot ± exposure of the Jefferson City formation, at this location The expostire is typical of the Jefferson City consisting of thin to thick bedded, medium to finely crystalline dolomite and argillaceous dolomite containing random shale seams and chert nodules.

O.00-l.15ft Light brown, lean clay.

1.15-2.50ft Reddish brown, lean to fat clay with chert gravel and cobbles.

2.50-4.36ft Weathered shale.

4.36-6.26ft Weathered dolomite.

6.26-7.23ft Moderately hard do]0mite.

7.23-7.34ft Hard dolomite.

7.34ft Refusal.

O.00-3.45ft Light brown, lean clay.

3.45-12.63ft Reddish brownL fat to sandy clay with chert gravel and cobbles.

12.63-15.31ft Weathered dolomite.

15.31-15.45ft Moderately hard dolomite.

15.45-15.55ft Hard dolomite.

15.55ft Refusal.

0-3.45ft Reddish brown, fat clay with heavy

chert gravel and cobbles.

3.45-7.31ft Weathered plastic shale.

7.31-7.68ft Moderately hard to hard dolomite.

7.68ft Refusal on hard dolomite.

0.00-3.28ft Light brown, lean clay.

3.28-3.45ft Light brown, lean clay with chert gravel and scattered cobbles,

3.45-5.25ft Red, lean olay with chert gravel and cobbles.

5.25-8.88ft Weathered dolomite.

8.88-9.15ft Moderately hard to hard dolomite. 9.15ft Refusal on hard dolomite.

TEST DATA

DEPTH
PI
LL
WN%
ASTM
AASHTO
0.00-3.42ft
29
49
22.9
CL
A-7-6(17)
3.42-4.25ft
22
39
18.2
CL
A-6-(11)
4.25-6.32ft
31
49
15.9
CL
A-7-6-(11)


	Visual

Versa Drill & 3inch augers

Versa Drill & 3inch augers

Versa Drill & 3inch augers

Versa Drill

3inch augers &

Gidding Tube
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	LOCATION
	LOG OF MATERIALS
	CLASSIFIED BY

	63+00 72 feet

Rt. C/L

63+00 72 feet

Lt. C/L

64+00 C/L

64+00 72 feet

Lt. C/L

64+00 72 feet

Rt. C/L

65+00 C/L


	0.00-4.25ft Light brown, fat clay with chert

gravel and cobbles.

4.25-7.74ft Weathered dolomite.

7.74-7.82ft Moderately hard dolomite.

7.82ft Refusal on hard dolomite.

0.00-2.21ft Light brown, fat clay with chert gravel and cobbles.

2.21-6.78ft Weathered, reddish brown shale with dolomite stringers.

6.78-14.45ft Weathered dolomite.

14.45-14.61ft Moderately hard dolomite.

14.61ft Refusal on hard dolomite.

0.00-4.21ft Light brown fat clay with chert

cobbles and gravel.

4.21ft-6.88ft Weathered red/brown, clay shale. 6.88-9.26ft Reddish brown shale with chert nodules.

9.26-10.28 Weathered dolomite.

10.28-11.51ft Moderately hard, cherty dolomite. 11.51-11.69ft Hard dolomite.

11.69ft Refusal.

0.00-2.21ft Light brown, fat clay with chert

and sandstone cobbles and gravel.

2.21-3.78ft Light brown, shaly clay with scattered chert gravel.

3.78-14.59ft Weathered dolomite.

14.59-15.01ft Hard dolomite.

15.01ft Refusal.

0.00-2.00ft Chert cobbles, boulders

and lean clay.

2.00-4.05ft Brown, fat clay with scattered chert gravel.

4.05-7.57ft Weathered dolomite.

7.57-7.68ft Hard dolomite.

7.68ft Refusal.

0.00-6.02ft Chert and sandstone cobbles, gravel

and brown, lean clay.

6.02-9.28ft Gray and brown, weathered

clay shale.

9.28-9.41ft Weathered dolomite with clay and shale seams.

9.41-9.57ft Moderately hard to hard dolomite. 9.57ft Refusal on hard dolomite.


	Versa Drill & 3inch augers

Versa Drill & 3inch augers

Versa Drill & 3inch augers

Versa Drill

3inch augers 

Versa Drill

3inch augers 

Versa Drill

3inch augers 
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	CLASSIFIED BY

	65+00 72 feet

Lt. C/L

65+00 72 feet

Rt. C/L

66+00 C/L

66+00 72 feet

Lt. C/L

66+00 72 feet

Rt. C/L

67+00 C/L

67+00 72 feet

Lt. C/L


	0.00-3.46m Brown, lean to fat clay with heavy chert gravel and cobbles - could not P.A.W.T.

11.35-13.15ft Moderately hard sandstone – possibly Roubidoux Fm.

13.15ft Discontinued in above.

*Note
P.A.W.T. - Pushed Augers Without Turning 

0.00-1.15ft Light brown, fat clay with chert

cobbles and gravel.

1.15-2.98ft Light brown, shaly clay to weathered shale.

2.98-4.23ft Weathered dolomite.

4.23-6.95ft Moderately hard dolomite with weathered or soft seams at random.

6.95-7.01ft Hard dolomite.

7.01ft Refusal.

0.00-3.68ft Light brown, fat clay.

3.68-17.17ft Reddish brown, fat clay with

chert gravel layers.

7.31-7.39ft Moderately hard to hard dolomite.

7.39ft Refusal on hard dolomite.

0.00-3.24ft Light brown, fat clay.

3.24-8.00ft Reddish brown, fat clay with

chert gravel.

8.00-19.74ft Light brown, shaly clay to weathered shale.

19.74-19.99ft Moderately hard to hard dolomite.

19.99ft Refusal on hard dolomite.

0.00-1.01ft Brown, fat clay.

1.01-3.11ft Reddish brown, fat clay with chert

gravel.

3.11-6.32ft Weathered dolomite.

6.32-6.56ft Moderately hard to hard dolomite.

6.56ft Refusal on hard dolomite.

0.00-2.33ft Brown, lean to fat clay.

2.33-5.21ft Weathered dolomite.

5.21-5.33ft Moderately hard to hard dolomite.

5.33ft Refusal on hard dolomite.

0.00-3.25ft Brown, lean to fat clay.

3.25-8.46ft Weathered dolomite.

8.46-8.55ft Moderately hard to hard dolomite.

8.55ft Refusal on hard dolomite.
	Versa Drill & 3inch augers

Versa Drill & 3inch augers

Versa Drill & 3inch augers

Versa Drill

3inch augers 

Versa Drill

3inch augers 

Versa Drill

3inch augers 

Versa Drill

3inch augers
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	CLASSIFIED BY

	67+00 72 feet

Rt. C/L

68+00 C/L

68+00 72 feet

Lt. C/L

68+00 72 feet

Rt. C/L

69+00 C/L

69+00 72 feet

Lt. C/L

70+00 C/L

70+00 72 feet

Lt. C/L


	0.00-2.98ft Brown, lean to fat clay.

3.11-3.52ft Hard dolomite.

3.52ft Refusal.

0.00-3.11ft Brown, lean to fat clay.

3.11-3.54ft Moderately hard to hard dolomite.

3.54ft Refusal on hard dolomite.

0.00-3.28ft Brown, lean to fat clay with chert gravel and cobbles.

3.28-6.87ft Weathered dolomite or boulders. 6.87-7.40ft Moderately hard to hard dolomite.

7.40ft Refusal on hard dolomite.

0.00-1.50ft Brown, clayey silt.

1.50-1.77ft Reddish brown, fat clay with chert

gravel.

1.77-1.99ft Weathered dolomite.

1.99-2.11ft Hard, cherty dolomite.

2.11ft Refusal.

0.00-0.82ft Light brown, lean clay.

0.82-1.01ft Reddish brown, fat clay with chert gravel.

1.01-1.31ft Hard cherty dolomite.

1.31ft Refusal.

0.00-2.00ft Brown, clayey silt.

2.00-2.22ft Reddish brown, fat clay with scattered chert gravel.

2.22-5.28ft Moderately hard dolomite

5.28-5.66ft Hard Dolomite.

5.66ft Refusal.

0-1.30m Light brown, lean clay.

1.30-1.60m Reddish brown, fat clay with chert gravel.

2.65ft-2.99ft Hard cherty dolomite.

2.99ft Refusal.

0-2.00m Brown, clayey silt.

2.00-2.22m Reddish brown, fat clay with

scattered chert gravel.

2.22-2.42m Moderately hard dolomite

2.42-2.52m Hard Dolomite.

2.52m Refusal
	Versa Drill & 3inch augers

Versa Drill & 3inch augers

Versa Drill & 3inch augers

Versa Drill

3inch augers 

Versa Drill

3inch augers 

Versa Drill

3inch augers 

Versa Drill

3inch augers



