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R/W Design and Computation Manager Items
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Overview

To plot Right of Way lines go to Drafting Standards \ R/W in the Design and Computation Manager, as depicted in the figure to the right.  Right of way labels can be plotted using a Three Port Criteria (3PC) tool.  It is 3PC Tools \ RW Pts Label Right of Way Points, as shown near the bottom of the figure.

These tools are available in both the English and metric Design and Computation Manager files modot_english.ddb and modot_metric.ddb.  Which DDB file is loaded is determined by whether an English or a metric project scale was selected when staring MicroStation.

If the correct DDB file does not load, go to File > Open at the top of the Design and Computation Manager dialog.  Select the desired database and click OK to load it into D & C Manager.

2. R/W Lines

The R/W Lines drafting standards will plot lines, curves, spirals, and chains using the items line style.

a. Parcels 

There are ten drafting standards for plotting parcel information.  The purpose for each is indicated in the following list.

· Existing Property Lines Only plots the parcel boundary as an Existing Property Line.  The MicroStation Cell Tools (MicroStation pull down menu Add-Ons > Cell Tools) provides an easy way to add the property line symbol.


· Temporary Easements Only plots easement boundaries using the Temporary Easement standard.  This option will plot all the easements using this standard.  Therefore if the parcel contains both temporary and permanent easements, the line style for one of the types will need to be modified using the D & C Manager Set tool.


· Permanent Easements Only plots easement boundaries using the Permanent Easement standard.  This option will plot all the easements using this standard.  Therefore if the parcel contains both temporary and permanent easements, the line style for one of the types will need to be modified using the D & C Manager Set tool.


· New R/W Line Only plots taking boundaries using the New R/W Line standard.


· New R/W Limited Access Line Only plots taking boundaries using the New R/W Limited Access Line standard.


· New R/W No Right Access Line Only plots taking boundaries using the New R/W No Right Access Line standard.


· Parcel Number Only plots the parcel number inside of a circle as shown on plan sheets when the parcel information is not included on the plan sheet.


· Parcel Number, Owner & Quantities Only-Center Justification plots the parcel number inside of a circle along with the parcel information as shown when the parcel information is plotted on the plan sheet.


· Parcel Number, Owner & Quantities Only-Left Justification plots the parcel number inside of a circle along with the parcel information as shown when the parcel information is plotted on a separate sheet.  Once this information is plotted, it can be lined up in rows and columns.


· Buildings Only plots the buildings stored with the parcel.


Each of the individual items listed above opens the Plan & Profile Draw dialog with the toggle activated for that item.  The user can activate additional items to plot more than one item at a time.

b. 3PC Tools \ RW Points

To start a 3PC tool, double click on the desired item in the list under 3PC Tools in D & C Manager.  The RW Pts tool searches a MicroStation file for R/W lines and plots the station and offset labels in the current MicroStation file.  Due to this flexibility, the labels can be plotted in one file based on the R/W lines in the same or a different file.  Activating the RW Pts tool brings up the following dialog, which allows the user to control the tools settings.
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The dialog options are described below:

· Right of Way .dgn file is the name of the file containing the right of lines.  It can either be typed into the field, or it can be selected from a list of files by clicking on the Files button to the right of the field.


· Maximum Offset controls the search distance for the R/W elements from a specified chain.  Any vertices with an offset greater than the Maximum Offset are ignored.


· Job Number specifies the COGO Job number.  It can be typed into the field or selected from a list of GPK files by clicking on the Select button to the right of the field.


· Chain Name is the name of the reference chain.  It must be typed in.


· Scale controls the size of the text in the labels.
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Station Format determines whether a full or partial station value is plotted, as indicated by the two options shown to the right.  The number of decimal places displayed in the label is controlled by the current decimal settings in the GEOPAK User Preferences dialog.  The Station Decimal setting determines the number of decimal places for station if the full station option is selected.  The Distance Decimal setting controls the number of decimal places for the offset.  It also controls decimal places for the station value if the partial station option is chosen.


· The Write ASCII File toggle determines whether a comma separated text output file is generated containing the stations and corresponding offsets.  ASCII ROW File is used to give the name of the file.  It can be typed into the field or it can be selected from a list of files by clicking on the Files button to the right of the field.


· The Type of Right of Way toggles on the right side of the dialog controls which types of labels are plotted.


· Station Limits controls how much of the chain is labeled.  R/W labels can be placed for the Entire Chain by selecting that option or for a Station Range by toggling on that option and typing in the beginning and ending stations for the range.
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