
Fixes in GEOPAK V8i (SELECTseries 2) – refresh release 

ID          Title 
 
Data Acquisition 
D-69073 Data Acquisition > Cells placed by Data Acquisition do not hold their line style. They react to changes of the 

active line style. 
D-77099 Data Acquisition > Fieldbook Raw Data Processing > SDR – PPM constants need to be defined as J=279.7 

and N=79.6 
D-68984 Data Acquisition > Import LandXML gives Warning when using specific datasets. 
D-69913 Data Acquisition > Importing the GSI data using the Wildsoft 10 option the coordinates are reversed. 
D-75887 Data Acquisition > Leica DBX - Used new version 3.0 of Leica PrintfPC and RoadRunner DLL and EXE 

files. 
D-69072 Data Acquisition > Placing cells as point symbols ignores "by level" settings for color and weight. 
D-68929 Data Acquisition > Processing data when Level Library is attached is very slow. 
D-68926 Data Acquisition > SDMS Data Import - Crash when importing the attached data. CTL file contains points 

with NO ELEVATION which is valid but the point will not draw in the design plane as -32767 elevation 
D-68982 Data Acquisition > The "default" Feature Style is ignored when importing data if there are field codes that do 

not match any currently available Data Acquisition Styles. It should apply the "default" style that is available. 
D-70159 Data Acquisition > Trimble Link > PPM Corrections not applied when importing a JOB file from Trimble Link 
D-75380 Data Acquisition > VBA - elements drawn with VBA do not delete when the Data Acquisition element is 

deleted. 
D-68976 Data Acquisition > When level library is attached, the text created for Data Acquisition annotation is placed 

on the incorrect level. 
D-77897 DA > Importing Triangles into a certain surfaces breaks the DGN. 
 

 
 

  
  

Drainage 
D-68925 Drainage > Component > Links > Update all with Pay Item - when updating links it is not setting the line 

style used to the linestyle specified in the ddb. It is using what is specified in the drainage preferences for 
plan symbology. 

D-70461 Drainage > Open Project - Currently a drainage project can be opened by multiple users without an error 



message being displayed. However this can cause loss of data. Add a lock and a warning message if a 
second user attempts to open the file. 

D-71521 DRAINAGE > REPORTS > BUILDER > FILE - In ProjectWise the user can not to save/update a previously 
stored lis file. 

D-68920 Drainage > The profiles in the specific drainage projects are corrupt. They have to be deleted in order to run 
renumber. 

 
Installation 
D-75897 Installation > Configuration files - Modified all configuration files to ensure GEOPAK dlls are front loaded in 

the MS_LIBRARY_PATH path. 
D-75075 Installation > Configuration files - Removed if statement for high security. 
D-76950 Installation > Crash on product activation when opening a dgn file that has a comma in the file path between 

parenthesis. If GEOPAK is deactivated prior to opening the dgn file then everything is ok. 
D-72116 Installation > TRAINING VIDEOS - Videos are not found when moving them to an alternate location than the 

default. 
 
 

 

Road 
 
D-75278 Road > Active Chain Control > XS Navigator is extremely slow if a second user accesses the same GPK 

across the network. 
D-74081 Road > Ancillary Data - Selecting "Display All Cells in Path" crashes GEOPAK and MicroStation for specific 

datasets. 
D-70007 Road > Automated superelevation - Restored the 'Recompute Adjusted Profile' option and fixed the crash 

problem. 
D-72555 Road > COGO - In ProjectWise input files are not saved to the designated Input File Directory if the GPK is 

upper-case on an Oracle datasource. 
D-75653 ROAD > COGO > OFFSET PROFILE - When creating an offset Profile from a Profile with a station equation 

the resulting profile does not have the equation stored with it.  Therefore when using the draw profile tool the 
profile does not get drawn correctly. 

D-74549 Road > Cogo > Tools > Map Check - Arranged the TABS to function as they did in the 2004 version. 
D-69173 Road > Corridor Modeler - RDP files from versions previous to SS2 cannot be read. 

 



D-69135 Road > Corridor Modeler > Roadway Designer - Point Constraint Equations do not mirror correctly. 
D-72899 Road > Corridor Modeler > In ProjectWise if the user does not load a RDP file and then tries to save the CM 

preferences to a RDP file that is already present in ProjectWise, an error occurs. 
D-76956 Road > Corridor Modeler > Plan graphics - when matching to symbology in a reference file, if level name only 

is turned on and the level specifies a custom linestyle in a resource file, if GEOPAK resource file for the dialog 
doesn't already exist, GEOPAK crashes when selecting the line. 

D-56436 Road > Corridor Modeler > Roadway Designer - Copy corridor does not obey Style Constraint range values 
when copying a corridor with a point control with a control type set to <Style> and a range defined. 

D-77849 Road > Corridor Modeler > Roadway Designer - Crashed with specific user data when creating surface or 
walking down the alignment. The problem was caused by certain end condition exceptions. 

D-56823 Road > Corridor Modeler > Roadway Designer - In ProjectWise when creating surfaces, if the DTM file name 
already exists the process is flawed. 

D-56996 Road > Corridor Modeler > Roadway Designer - In ProjectWise when saving the .IRD file, it lists the "local 
dms" path 

D-72976 Road > Corridor Modeler > Roadway Designer - In specific datasets Roadway Designer placed end condition 
points at a station where end conditions did not solve. 

D-62709 Road > Corridor Modeler > Roadway Designer - It crashes on load with particular data. The problem due to 
Display Rules in the template transition where the points associated with the Display Rules are getting deleted 
during transition processing. 

D-68679 Road > Corridor Modeler > Roadway Designer - When the alignment contains station equations, typing in 
stations do not work correctly. In Roadway Designer, you can type a station and press <TAB> to go to that 
station. This works if there are no station equations or the station is in the first 'region' (i.e. before the "A"). If it 
has equations, and the station is entered without the appropriate letter designation, it will not go to the correct 
station. 

D-56410 Road > Corridor Modeler > Roadway Designer > Create Template - In Components when mirrored, the 
mirrored component should automatically take on a negative value. When mirroring a component that has a 
project to Design constraint with a positive value, the mirrored component should automatically take on a 
negative value. 

D-57498 Road > Corridor Modeler > Roadway Designer > Create Template - When a component (that targets a style) is 
mirrored, the sign of the horizontal offset should switch as well 

D-69440 Road > Corridor Modeler > Roadway Designer > Create Template > A null point is not honoring project to 
design as it should. 

D-56772 Road > Corridor Modeler > Roadway Designer > File/Open - Does not open to the current project location in 



ProjectWise. 
D-57453 Road > Corridor Modeler > Roadway Designer > Target Aliasing - User has long corridor names targeting a 

feature and he can't see the entire name of the features in order to select the desired one. 
D-72361 Road > Corridor Modeler > Tools > Export Profile to GPK > A profile of descending stationing generated by the 

Vertical Gore tool will not store to the GPK file. 
D-77024 Road > Corridor Modeler > XS Labeler - Opening the settings file in specific dataset sometimes crashes. 
D-77974 Road > Corridor Modeler > XS Labeler > Fixed divide by zero error when two points are on top of each other. 
D-77727 Road > Corridor Modeler > XS Labeler > The text label is not allowing more than one label to be assigned to a 

text node. 
D-75600 Road > Corridor Modeler >Roadway Designer - The Save As command is missing. 
D-76014 Road > Cross Section Reports > Multi-Line - The Multi-Line report is failing to follow the proper path in certain 

datasets where the lines crossed are not broken. 
D-74486 Road > Cross Section Sheet Layout - The range of the cross sections are different in V8i versions versus the 

2004 version. Fewer cross sections are placed per sheet in the V8i versions. 
D-73195 ROAD > CROSS SECTIONS > DRAW CROSS SECTIONS FROM SURFACES - When line style is set to " by 

level " & the line style is custom, the line gets drawn with that custom line style, except it the setting doesn't 
show " by level ". 

D-70282 Road > Draw Profile - When accessing a file from ProjectWise in the draw profile dialog, certain file selection 
options cause the MS session to be disconnected from PW. 

D-69061 Road > Draw XS - In ProjectWise selecting the pattern file the 2nd time will cause you to lose your connection 
to PW. 

D-69535 Road > Draw XS from Surfaces, XS Reports, Limits of Construction - When the XS design file is large certain 
applications in V8i (Draw XS from Surfaces, XS Reports, Limits of Construction) take a long time to load in V8i 
versions. 

D-78316 Road > DTM - Updated clip tin application to handle smaller segments. 
D-73243 ROAD > DTM > LOAD > DTM FEATURES > CONTOURS - The line work generated does not form a single 

contiguous length for the entire contour. 
D-72427 Road > DTM > Volumes > Prismoidal - Crashed when comparing two TINs.  
D-68924 Road > Earthwork - Computing earthwork end areas do not process properly when there are duplicate lines 

within the cross section(s). 
D-72621 Road > Earthwork - When using the multi-factor table, the common excavation calculation does not take the 

factors into account when it is user defined volumes. 



D-74179 Road > Earthworks - It will not use a station prior to the beginning XS station, this worked in previous versions. 
D-68923 Road > Plan View Labeler - When a 2nd person opens the GPK being used by labeler across the network, the 

labeler does not function correctly. 
D-70457 Road > Plan/Profile Sheet Composition - After processing sheets in ProjectWise, the user is not prompted with 

the Check-in dialog after exiting the MicroStation file. 
D-77123 Road > Plan/Profile Sheet Composition - Plan and Profile sheets created using motif's, one for the plan and 

another motif for the profile and tabular data, are only referencing the profile motif's. 
D-68928 Road > Plan/Profile Sheet Composition - Reference file override settings are not carried over to the clipped 

sheets. 
D-75805 Road > Process Cross Sections - when running earthwork, if some of the cross sections don't calculate and 

return an error that something is wrong with the elements, if the user tries to fix the elements interactively and 
uses the DP button, the cross section is not fixed and it will not proceed to the next cross section.  

D-76872 Road > Profile Labeling - the profile labeler doesn't return the station correctly in any dataset when selecting a 
DP on the profile. 

D-70754 Road > Project Manager > Existing Ground run crashes after completing run and trying to save. This happens 
after clicking the display button 3 or four times to display the selected patterns then exiting the draw xs dialog 
and opening a cross section file, then click draw. It runs fine but when you close the dialog and you are asked 
whether or not you want to save the run the program hangs and crashes. 

D-69175 Road > Project Manager > Proposed XS - When running a dataset with a long path name and manually adding 
criteria files to both the LT and RT sides, the names of the criteria files are corrupted in the dialog. Note that 
this is a dialog issue only. 

D-70569 Road > Proposed Cross Sections -- Inside ProjectWise, when processing 3 port criteria (3pc) via an input file 
and cross sections, it will not draw to a profile file. 

D-70571 Road > Proposed XS - A 3PC file does not draw correctly when a full ProjectWise path is used. 
D-74152 Road > Quantity Manager - Unable to create reports if GEOPAK bin directory is write-protected. 
D-77509 Road > Quantity Manager - When the number of regions on the chain use to compute by exceed 25, the 

region number for any items quantified that were in regions above 25, have the wrong region info saved. 
Expanded regions to 50. 

D-68922 Road > XS Reports > All - When using the "Match Symbology" dialog and switching files you will get a crash. 
D-75308 Road > XS Reports > Slope Stake / Blue Top > Reverted the WYDOT Output Report back to the previous 

format where the carriage returns are less. 
D-71830 Road > XS Reports > XS List - The report that is created by the XS list option is incorrect. 



D-70816 Road > XS Sheet Layout - After processing sheets in ProjectWise, the user is not prompted with the Check-in 
dialog after exiting the MicroStation file. It remains Checked out and the user has to manually find the file to 
check it back in. 

 

 
         

   Roundabouts 
D-75728 Roundabouts > Object names are not persisted after being edited. 

 

   Site 
D-75810 Site > Modeler > Analysis > 3D View Active Z - Crashing when using this tool in automatic mode. 
D-74488 Site > Modeler - The Volumes are failing when the FIFO option is enabled. 

 
Survey 

D-71057 Survey > Export < LEICA (DBX) - Add support for US Survey Foot in XML Header. 
D-76753 SURVEY > GEOMETRY > TOOLS > LEGAL DESCRIPTION - Software crashes when selecting specific 

LDB file (legal description library). 
D-76953 SURVEY > Raw Data Processing > SDR – PPM constants need to be defined as J=279.7 and N=79.6. 

This will allow Topcon Instruments to receive the corrections exactly 
     

 

VBA 
D-71063 VBA > Add SetDescription method for DrainageNode and DrainageLink objects. 
D-77187 VBA > CLIP BY POINT STRING - The Clip by point string is not returning a value when certain shapes are 

selected. 
    

 

WaterSewer 
D-70463 WaterSewer > Open Project - Currently a watersewer project can be opened by multiple users without an 

error message being displayed. However this can cause loss of data. Added a lock and message if second 
user attempts to open the file. 

 


