‘Roads’ Data Dictionary
The following is a data dictionary describing the fields used in the attributes of the NHDOT Roads layer.  If you have any questions about the fields or the coding used, or you discover errors in the data, please contact the Road Inventory section at NH Dept. of Transportation, Bureau of Planning and Community Assistance at (603) 271-3344.
Please note that codes in gray are currently not in use, but may be used in the future.

Description of Codes

SRI:
Statewide Route Identifier.


Format = Ttttrrrrsd  


Where ‘T’ = route type 



Type code
Description


I
Interstate



U
US route



S
Numbered state route



T
Turnpike



N
Non numbered state routes



C
Circle



R
Ramp



L
Local road



P
Private road



F
Federal road


Where “ttt” = Three digit town number.  Statewide numbered routes are not town based therefore they have a town number = ‘000’.  These include I, U, S, T routes.


Where “rrrr” = Town based road inventory number for non-numbered routes.  Sign number for numbered routes i.e. ‘101’ in route 101A


Where “s” = Route suffix.  i.e. ‘A’ in route 101A.


Where “d” = Direction.  i.e. Northbound I-89 is ‘I0000089__’ and Southbound I-89 is ‘I0000089_S’



Code

Description


_
Primary route direction which is two-way, North (one way) or




 East (one way).



S
Matching ‘South’ route for two barrel North/South routes



W
Matching ‘West’ route for two barrel East/West routes

MP_START:
Route mile point, in miles, at beginning of road section.

MP_END:
Route mile point, in miles, at end of road section.

STREET:
Street name as provided by municipality or Emergency 911 system.

TOWN_ID:
Three digit NHDOT code for the Municipality.
TOWN_NAME:
Official name of the Municipality.
SECT_LENGTH:
Length of the roadway section, in miles, measured to the nearest 0.001 mile.

NODE_1:
Reference node id on beginning of section.

NODE_2:
Reference node id on end of section.

FUNCT_CLASS:
A FHWA code describing the use of the roadway, according to the character of service they are intended to provide.  Function class codes have two classifications; Rural and Urban.

Rural:

Code
Description
0
Non-Public roads Example; Class VI & Private

1
Principal Arterial - Interstate

2
Principal Arterial - Other

6
Minor Arterial

7
Major Collector

8
Minor Collector

9
Local

Urban:

Code 
Description
0
Non-Public roads Example; Class VI & Private

11
Principal Arterial - Interstate

12
Principal Arterial – Other Freeways and Expressways.

14
Principal Arterial - Other

16
Minor Arterial

17
Collector

19
Local

SYS_CLASS:
The States roadway system and class description.

Code
Description
11
State maintained primary system

14
State primary system within a compact that is maintained by the Town or City (Urban extensions of Class I highways).

19
On the State primary system, maintained by the State Turnpike Authority.

22
State maintained secondary system.

24
State secondary system within compact maintained by the Town or City (Urban extensions of the Class II highways).

25
Extensions of the designated State secondary system, uncompleted and Town maintained.

27
Designed State secondary system.  Uncompleted and maintained by the Federal agencies.

29
On the State secondary system, maintained by the State Turnpike Authority.

33
State-maintained recreation roads.

44
Town and City maintained streets within compact areas.

55
Regularly maintained Town streets and roads outside of compact.

56
Town or City streets not regularly maintained.

58
Town roads, or City streets maintained by Special Legislation.

77
Federal agencies roads, maintained by the Federal agencies.

81
National system of Interstate and Defense highways, State maintained.

89
National system of Interstate and Defense highways, maintained by the State Turnpike Authority.

99
Other highways and expressways not on the state primary or secondary systems maintained by the State Turnpike Authority.

0
Other toll roads not on the State Turnpike System, i.e. private, Mt. Washington Toll Rd, Monadnock Toll Rd.

SC_LEGEND:
Code used for mapping purposes to simplify the System Class coding.


(State, Local, Private, Not Maintained, or Federal)

LEGIS_CLASS:
Legislative Class

The Legislative Class attribute was added by GRANIT/Complex Systems Research Center, University of New Hampshire.  It was populated from the System Class, based on guidelines provided by the NH Dept. of Transportation, Bureau of Planning and Community Assistance.  

Code
System Class 

I. Class I highways shall consist of all existing or proposed highways on the primary state highway system, excepting all portions of such highways within the compact sections of the cities and towns listed in RSA 229:5, V, provided that the portions of the turnpikes and the national system of interstate and defense highways within the compact sections of these cities and towns shall be class I highways. 

II. Class II highways shall consist of all existing or proposed highways on the secondary state highway system, excepting all portions of such highways within the compact sections of the cities and towns listed in RSA 229:5, V. 

III. Class III highways shall consist of all recreational roads leading to, and within, state reservations designated by the legislature. 
III-a. Class III-a highways shall consist of new boating access highways from any existing highway to any public water in this state. All class III-a highways shall be limited access facilities as defined in RSA 230:44. Class III-a highways shall be subject to the layout, design, construction, and maintenance provisions of RSA 230:45-47 and all other provisions relative to limited access facilities, except that the executive director of the fish and game department shall have the same authority for class III-a highways that is delegated to the commissioner of the department of transportation for limited access facilities. A class III-a highway may be laid out subject to the condition that it shall not be maintained during the winter months. A class III-a highway may be laid out subject to gates and bars or restricted to the accommodation of persons on foot, or certain vehicles, or both, if federal funds are not used. The executive director of fish and game may petition the governor and council to discontinue any class III-a highway. 

IV. IV. Class IV highways shall consist of all highways within the compact sections of cities and towns listed in RSA 229:5, V. The compact section of any such city or town shall be the territory within such city or town where the frontage on any highway, in the opinion of the commissioner of transportation, is mainly occupied by dwellings or buildings in which people live or business is conducted, throughout the year and not for a season only. Whenever the commissioner reclassifies a section of a class I or class II highway as a class IV highway, the commissioner shall prepare a statement of rehabilitation work which shall be performed by the state in connection with the turnback. No highway reclassification from class I or II to class IV shall take effect until all rehabilitation needed to return the highway surface to reputable condition has been completed by the state. Rehabilitation shall be completed during the calendar year preceding the effective date of the reclassification. A copy of the commissioner's statement of work to be performed by the state shall be attached to the notification of reclassification to class IV, and receipt of said statement shall be acknowledged, in writing, by the selectmen of the town, or the mayor of the city, affected by the reclassification. 

V. The commissioner of transportation may establish compact sections in the following cities and towns: 

Amherst Keene 

Bedford Laconia 

Berlin Lebanon 

Claremont Londonderry

Concord Manchester 

Derry Merrimack 

Dover Milford 

Durham Nashua 

Exeter Pelham 

Franklin Portsmouth 

Goffstown Rochester 

Hampton Salem 

Hanover Somersworth

Hudson 

 Class V highways shall consist of all other traveled highways, which the town has the duty to maintain regularly, and shall be known as town roads. Any public highway which at one time lapsed to Class VI status due to 5-years' non-maintenance, as set forth in RSA 229:5, VII, but which subsequently has been regularly maintained and repaired by the town on more than a seasonal basis and in suitable condition for year-round travel thereon for at least 5 successive years without being declared an emergency lane pursuant to RSA 231:59-a, shall be deemed a Class V highway. 


VI.  Class VI highways shall consist of all other existing public ways, and shall include all highways discontinued as open highways and made subject to gates and bars, except as provided in paragraph III-a, and all highways which have not been maintained and repaired by the town in suitable condition for travel thereon for 5 successive years or more except as restricted by RSA 231:3, II.

VII. Federal Highways

MAINT:
Maintenance entity.  (Turnpikes, Local, District, or Other)

SURF_TYPE:
The surface or pavement type of the roadway.

Code
Description
1
Unpaved

2
Low Type Bituminous treatment (Chip Seal)

3
Surface Treated Gravel (STG)

4
High Flex Bituminous (HBP) (Brick, Stone, Wood)

5
High Type Rigid (Concrete)

6
High Type Composite (Bituminous Pavement over Concrete)

PAVE_WIDTH:
Total width of pavement, in feet, from edge of pavement to edge of pavement.  Includes travel lanes, paved shoulders, parking, and designated bike lanes.

ACCESS_CONTROL: Designates the access control of traffic movement on to or off highways.

Code
Description
1
Full Access Control.  Access only with interchanges

2
Partial Access Control.  At-Grade crossings and drives are limited.

3 No Access Control

NO_LANES:
Number of lanes that carry through traffic.

LANE_WIDTH:
Prevailing traffic lane width (through lanes) to the nearest even foot.  

SHOULDER_TYPE:
Code for the predominant type of shoulder for the section.  If the left shoulder and the right shoulder differ, the right shoulder should be considered the predominant type.

Code
Description
1
None - No shoulders or curbs exist.

2
Surfaced with Bituminous or other hard material. 

3
Stabilized – A gravel or other granular material.

4
Combination – combination of two or more surface types.

5
Earth – Natural earth with or without turf.

6 Barrier Curb exists.

SHLDR_RIGHT:
Measured width of right shoulder, in direction of inventory, to the nearest foot.

SHLDR_LEFT:
Measured width of left shoulder, in direction of inventory, to the nearest foot
MEDIAN_TYPE:
A code describing the median type.  A positive barrier would normally consist of guardrail or concrete (Jersey type barrier), but could consist of a line of closely spaced (large) trees or of thick, impenetrable shrubbery on most of the section.  Turning lanes or bays are not considered medians unless a median exists on the major portion of the roadway, and the turning lanes/bays are cut into the median at intersections, entrances to commercial enterprises, etc

Code
Description
1
Curbed

2
Positive Barrier

3
Unprotected

4
None

MEDIAN_WIDTH:
The predominant width of the median, measured to the nearest foot.  If Type is coded as “4”, then width coded as “0”.  If width is greater then 100 feet, then it is coded as “999”.

FACILITY_TYPE:
A code defining the roadway travel ways and structure.

Code
Description
1
One-Way Roadway

2
Two-Way Roadway

3
One-Way Structure (Bridge, Tunnel, Causeway, etc.)

4
Two-Way Structure (Bridge, Tunnel, Causeway, etc.)

NON_ATT_AREA: Area code determined by the National Ambient Air Quality Standard (NAAQS) defined by the EPA.  Areas of the country where air pollution levels persistently exceed the national ambient air quality standards may be designated "nonattainment 

Code

Description
0

Does not exceed

7 

Boston-Manchester-Portsmouth(SE),NH
UNBUILT_FACILITY:  For NHS roads only

GLC:
Governmental Ownership (Governmental Level of Control).  A code used to identify the level of government that has responsibility for the facility.  Where more than one code could be used for a section, the lowest numerical code shall be reported.  Note:  GLC relates to ownership of the road, not who maintains it.

Code
Description
1
State Highway Agency

2
County Government

3
Town or Township Highway Agency

4
Municipal Highway Agency (City)

5
Other State Agency

6
Other Local Agency

7
Federal Agency

8
Other

TOLL:
An indicator of whether the roadway is maintained by the NH Turnpike System.

Code

Description
0

Non-toll

1

Toll

NHS:  A FHWA code describing function of the road in the National Highway System.

Code
Description
0
This section is NOT on the NHS

1
This section is on the NHS but is not an intermodal connector

2-9   NHS intermodal connectors

2
Major Airport

3
Major Port facility

4
Major Amtrak station

5
Major Rail/truck terminal

6
Major Inter-city bus terminal

7
Major Public transit terminal or multi-modal passenger terminal

8
Major pipeline terminal

9
Major ferry terminal

TRK_ROUTE: Truck route designated under Federal regulatory authority in 23 CFR 658
Code
Description
0
Not a designated truck route

1
Designated truck route

COUNTY_ID:
Three digit NHDOT code for the County.

COUNTY_NAME:
County Name

ROUTE_QUAL:
A code used to designate specific use of assigned routes.

Code
Description
0
No qualifier or not assigned or not applicable

1
Alternate Route

2
Business Route

3
Bypass

4
Spur

5
Loop

6
Proposed

7
Temporary

8
Truck Route

9
None of the above

When more then one code is applicable, the lower code is used.

INTERSTATE_ROUTE: Interstate Route Number?

ROUTE_NO:
Assigned Route Number
ROUTE_SIGNING:
A code specifying the manner in which a highway is signed with route markers.

Code
Description
0
Not signed or not applicable

1
Interstate

2
US Route

3
State Route

4
Off-Interstate Business Marker

5
County

6
Township

7
Municipal

8 
Parkway Markers or Forest Route Marker

9
None of the above

COUNTER_ID:
Identification number of the traffic counter associated with the roadway segment, if applicable.  May be linked to the Traffic Volume reports.

AADT:  Annual Average Daily Traffic
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